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Date Project

Type Part Number

ALL-IN-ONE PERFORMANCE LIGHTING

phone envelope globe

Input Voltage 100-480V

Installation  3-Pin Twist Lock

Applications Outdoor Fixtures

3-pin Twist Lock Photocell

Enhance outdoor lighting efficiency with this durable NEMA 3-pin 
twist-lock photocell. Designed for 100-480V systems, it provides 
automatic dusk-to-dawn operation, ensuring energy savings 
and reliable performance. Ideal for streetlights, parking lots, 
and security lighting, this weather-resistant photocell offers easy 
installation and long-lasting functionality.

 ■ UV-Stabilized Polypropylene Cover & Clear Window

 ■ IR Filtered Phototransistor 

 ■ IP65 Wet Location Rated

 ■ Provides automatic dusk-to-dawn operation

 ■ Operation temperature: -40°F to 158°F (-40°C to 
70°C)

 ■ 5 year warranty

PRODUCT FEATURES KEY SPECIFICATIONS

STANDALONE Sensors
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SPECIFICATIONS
Order# Model  Input Voltage

R72004   RENO-SENSOR-PC-TOP 100-480V

DIMENSIONS

Diameter:

Length:

Ø3.2” (81 mm)

2.6” (66 mm)
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