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Date Project

Type Part Number

phone envelope globe

Lamp Type 4 PIN

Base G24Q

Wattage 9W

Voltage BF

CCT 30/35/4000K

Lumens 1100 lm

CRI >80

Beam Angle 180º

Lifespan 50,000 hrs 

Dimming No

G24Q 4 Pin Horizontal Lamp

Replace outdated CFLs with the 4-Pin PL LED Lamp, designed for 
enhanced energy efficiency, longevity, and superior brightness. 
Available in Type A (ballast compatible) and Type B (ballast 
bypass) options, this LED solution offers instant-on, flicker-free 
illumination while reducing energy consumption by up to 50%. 
Ideal for offices, hotels, retail spaces, and commercial buildings, it 
delivers consistent lighting with a long lifespan of 50,000+ hours—
minimizing maintenance and replacement costs.

 ■ Replacement for Conventional 9W, 13W, 18W, 26W, 
and 42W PL Lamps

 ■ Directly Compatible with Most Existing CFL Ballasts 

 ■ Suitable for use in enclosed fixture

 ■ Suitable for use in dry and damp locations

 ■ Rated Lifetime L70(hrs): >50,000

 ■ Operating temperature: -4°F to +113°F  
(-20°C to +45°C) 

 ■ 5 year warranty

PRODUCT FEATURES KEY SPECIFICATIONS

PL Lamp
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SPECIFICATIONS

DIMENSIONS

G24Q 9W

Width Ø:

Height:

1.6” (40.6 mm)

6.4” (162.6 mm)

Width Ø
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3000K 3500K 4000K

Order# Model Base Wattage Equivalent Voltage CCT Lumens Beam Angle

R24007 WLL-LED9/4P/H/MCCT G24Q 9W 18W BF 30/35/4000K 1100 lm 180º
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