
INSTRUCTIONS FOR THE FOLLOWING FIXTURES

ORDER# MODEL#

R51082 RENO-RGB8-MW0MCCT-BRN
R51083 RENO-RGB8-MW-MCCT-WH

INSTALLATION GUIDE
8" ROUND GUARD LED BULKHEAD LIGHTS

SAFETY: This fixture must be wired in accordance with the national electrical code and applicable local codes and ordinances. Proper 
grounding is required to insure personal safety. Carefully observe the grounding procedure under installation section. All work should be 
done by a qualified electrician.
> RISK OF ELECTRIC SHOCK - Disconnect power at fuse or circuit breaker before installing or servicing.
> RISK OF PERSONAL INJURY - Fixture may become damaged and/or unstable if not installed properly. Tighten all fixture components to 
their recommended torque values.

PLEASE READ ALL INSTRUCTIONS BEFORE ATTEMPTING INSTALLATION

WARNING!

WARNING: Make certain power is OFF before starting installation or attempting any maintenance.

Fig 1 Fig 2 Fig 3

1. Use the hex tool to remove the 
two set screws and remove the 
mounting plate. (Fig 1)

2. Use a Phillips screwdriver tool with a 
torque of 1 Nm to secure the mounting 
plate with two screws, which fit to the 
mounting plate and junction box. (Fig 2)

3. One end of the safety rope is 
fixed to the mounting plate. (Fig 3)

Fig 4 Fig 5 Fig 6

5. Fix the light to the mounting plate. 
(Fig 5)

6. Use the hex tool with a torque of 
6Nm to lock two M6 set screws. 
(Fig 6)

4. Connect the light input wire. (Fig 4)
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INSTALLATION GUIDE
8" ROUND GUARD LED BULKHEAD LIGHTS

WATTAGE & CCT SELECTABLE GUIDANCE

Factory Default Setting:
Watt: 15W  CCT: 5000K  Photocell: ON

DIP Switch
for Photocell

DIP Switch for
CCT & Watt


